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4.808mm

208×104

AC 240/100±10%

Front IP31/Rear IP31

Front & Rear service

43,264

-10°C to +45°C; 10% to 90%

100,000hours

16bit

281trillion

≥1920Hz

60fps

LED module layout

Resolution(H×W)

Cabinet area

Cabinet size(H×W×L)

Net. weight/m ²

Ingress Protection

Power

Serviceability

(H×W)

Viewing Angle(H/V)

Brightness

Pixel density(pixel/m²)

Contrast ratio

Lifetime(50% brightness)

Processing

Colors

Refresh rate

Frame rate

Brightness level
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22kg

        1/7

42×42

dynamic scan

5.952mm

168×84

0.5m²

3,000:1

RS481 R595

       1/13 
dynamic scan

1000cd/m²

28,224

140°/140°

       1/16 

64×64

dynamic scan

3.906mm

256×128

65,536

1000 mm×500×150

Manually/Auto/Programmable

RS284

       1/22 
88×88

dynamic scan

2.841mm

352×176

1000cd/m²

123,904

310W

1200cd/m² 1500cd/m²

LED Type

Pixel pitch

LED module size

Resolution(H×W)

LED driving method

SMD(2020) SMD(3528)

250×250 mm

4×2

280W

100-150W

260W

95-140W

275W

85-130W 90-140W

Temperature/ Humidity
  (Operation/Storage)

RS391

52×52

4.808mm

AC 240/100±10%

Front IP65/Rear IP65

Front & Rear service

43,264

-20°C to +45°C; 10% to 90%

100,000hours

16bit

281trillion

≥1920Hz

60fps

22kg

        1/7

42×42

dynamic scan

5.952mm

0.5m²

4,000:1(BLACK)

RS481 RS595

       1/13 
dynamic scan

4000 d (BLACK)c /m²

28,224

140°/120°

       1/8 

64×64

dynamic scan

3.906mm

65,536

1000 mm×500×150

Manually/Auto/Programmable

RS284

       1/22 

88×88

dynamic scan

2.841mm

4000 d (BLACK)c /m²

123,904

365 W(WHITE)

4000 d (BLACK)c /m² 4000 d (BLACK)c /m²

SMD(2727) 

250×250 mm

4×2

153 W(BLACK)

Indoor series Outoor series

SMD(1921) SMD(1921) SMD(1921) 

5000cd/m²(WHITE) 5000cd/m²(WHITE) 5000cd/m²(WHITE) 5000cd/m²(WHITE)

3000:1(WHITE)

208×104 168×84256×128352×176

46 (BLACK)0W
Max.Power consumption

Avg.Power consumption/cabinet 

/cabinet 340 W(WHITE)

122 W(WHITE)

46 (BLACK)0W
290 W(WHITE)

113 W(WHITE)

39 (BLACK)

130 W(BLACK)

0W
270 W(WHITE)

97W(WHITE)

39 (BLACK)0W

90 W(WHITE)

www.reissdisplay.com

153 W(BLACK) 130 W(BLACK)

500mm
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Module

Cabinet

Bone structure enables module & power box 
dismantle easier & quicker

Air sucker front service makes maintenance easier and 
screen lighter comparing with magnet service cabinet

IP65 for both front & rear

-10°~+10° arced splicing

Vertical automatic quick lock enables one-man-
operation possible

Rubber shading for both sides of cabinet allows 
perfect curve

Bottom edge protection

Brightness 5000~6000nits

Ultra-light design, one cabinet 11kg
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 Quick maintenance within 20 seconds

 Structure that facilitates easy installation

 Aluminum structure with passive cooling and fanless design

 Reinforced module structure suitable for continuous disassembly and installation

 Production level calibration for best color uniformity

 All models have 500x500mm panel options

 Strong structure supporting +10 and -10 degree curving

Front / rear service

2 31

Flight case (8in 1)

Apron Teknoloji AS. reserves the right to change any product specification, discontinue of any product or services without prior notice

Front Access Slim Smoke 
Monitoring

Remote 
Control

Wide Angle Transparent CalibrationLightweight Temp
Monitoring

Voltage 
Monitoring

Easy To 
Install

High Refresh 
Rate

Noiseless Pixel 
Detection

Fanless

1.  Panel dimensions can change upon customer request
2.  That value is the remain capacity of PSU’s at 100% brightness and white 

color content
3.  Different types of video input available as option
4.  Available LED options are CREE [/CR], NICHIA [/NC], EVERLIGHT [/EV ], 

MULTICOLOR [/MC], NATIONSTAR [/NS]. Please check order code for details .

LED SCREEN

Domestic telephone: 400-859-8990           International Tel: 086-0755-23609021        Email: infor@reissdisplay.com

Shenzhen REISS Optoelectronics Technology Co., Ltd
REISSdisplay
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